CTS Engineering Ltd., Seoul 138-859, Korea ABSTRACT A new SRCF (Steel Reinforced Concrete Frame) external connection method for seismic strengthening of mediumand low-rise reinforced concrete buildings is reported in this paper. The SRCF method, proposed in this study, is capable of carrying out the seismic retrofitting construction while residents can live inside building. The method is one of the strength design approach by retrofit which can easily increase the ultimate lateral load capacity of concrete buildings controlled by shear. The pseudo-dynamic test, designed using a existing school building in Korea, was carried out in order to verify the seismic strengthening effects of the proposed method in terms of the maximum load carrying capacity and deformation. Test results revealed that the proposed SRCF strengthening method installed in RC frame enhanced conspicuously the strength and deformation capacities, and the method can resist markedly under the large scaled earthquake intensity level.
SRCF 외부접합형 내진보강법 개요

유사동적실험의 개요 및 실험방법
유사동적실험의 개요
유사동적실험 시스템 및 방법
실험 결과 및 분석
반복가력 실험용 비보강 골조실험체(C-RC)를 포함한 비보강 유사동적 실험체(PD-RC) 및 SRCF 외부접합공법 에 의해서 내진보강된 유사동적 실험체(PD-SRCF) 총 3 개 실험체의 균열 및 파괴 상황을 각 실험체 별로 나타내 었고, 하중-변위 곡선(복원력), 변위의 시간이력곡선, 최 대지진응답 등을 분석하여 기준 실험체 PD-RC 대비 SRCF 로 내진보강된 실험체(PD-SRCF)의 내진보강 효과를 검 토하였다.
균열 및 파괴양상
C-RC (무보강 반복가력 실험체)
최대 지진응답 하중 및 변위
에 의하면, 약 500 gal의 지진동에서 소규모정도의 지진피해 라고 사료된다. 보강 효과는 탁월하다고 사료된다. 이러한 결과는 최종 파괴상황을 비교한 Fig. 12 , Fig 
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